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ANCILLARY EQUIPMENT

User Manual, Operating Instructions 
and Specifications

External Debeader
Machine to be operated by trained personnel

Instructions to be read before use
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Specifications. 
 

Materials: Mild Steel EN1A, Mild Steel EN16T, Mild Steel EN3B, Aluminium, 
 Nylon 
Finish: Yellow and Silver zinc plated (Steel) 
Dimensions: 75mm – 400mm 385mm x 750mm x 85mm 
Weight: 75mm – 400mm  2.5 kg 
                400mm plus  3.5 kg 
 

This unit is design and manufactured to meet the requirements of GIS/PL2-5:2006 Part 5:  
 

Hy-Ram Engineering Ltd has a policy of continuous improvement in product quality and design. Hy-Ram Engineering 
Ltd therefore reserves the right to change the specification of its models at any time, without prior notice. 
 
 

BASIC WORKING INSTRUCTIONS 
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Tel: + 44 (0) 1623 422 982    Fax: + 44 (0) 1623 661 022 
 



For Sales, Hire and Repair support contact our  
admin team or scan the QR code for further details 

www.hyram.com
     +44 (0) 1623 422982            enquiries@hyram.com 

Head Office 
Pelham Street
Mansfield
Notts
NG18 2EY

Mansfield (Hire & Repair) 
Unit 5  
Abbey Industrial Estate
Hermitage Lane  
Mansfield  
Notts 
NG18 5GH

Bury (Hire & Repair) 
Unit 18  
Peel Mills Industrial Estate
Bury 
Lancashire
BL9 0LU

Enfield (Hire & Repair) 
Unit 2
Riverwalk Business Park
Riverwalk Road
Enfield
EN3 7QN




