Zero Emission Portable Power — PowerStation

Hy-Ram are proud to offer one of the UK's first emission free, fossil fuel
free, portable site power products aimed specifically at the utilities sector.
This product is a perfect option if your organization is looking to reach its
sustainability goals, and reduce carbon emissions!

A high quality, sleek and compact design offering instant, silent site power. |
The PowerStation is suitable for most applications such as Electrofusion,
Butt Fusion, Lights, Pumps... even powering your site kettle.

The stainless steel casing means there will be no concerns regarding
corrosion either. This product is being offered with an
industry leading 3 year warranty too!
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Key Features:

« Zero Emissions talk to us tOde
« Instant Power and let us he|p
« silent Running to reduce your

« Low Maintenance site emissions

« Low Running Cost

« Smart Software — Bluetooth Connectivity,
- Bespoke App, Al Predictive Software

« Big Data — Key ESG Reporting Data Available
« LCD Screen - Live Remaining Power Display
« Site Ready — Heavy Duty Design Including Wheels

- Corrosion Free — Stainless Steel Case

Specifications:

« Dimensions - H450mm X W450mm X D600mm
« Capacity — 2500 recharge cycles

« Power Output — AC 110v @ 73 amps

« Rated output — 8KW Pure sine wave power

+ Weight — Only 90kg

- Safety — Inverter cut-off, BMS cut-off
Pay for what Power delivered True Net-Zero
you need anywhere Service
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Spill Kits & Plant Nappy
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Spill Kit Categories: 3
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Qil - Captures all hydrocarbons & repels water (Recommended for out door use) g
Chemical Maintenance - Covers all liquids, including water, chemicals & oils Q
Maintenance Spill Kit 120 Chemical - Covers all liquids, including water, chemicals & oils, Yellow for easy ;)
Spill Kit 50 identification of hazardous substances. @
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. Plant Nappy is a secondary containment catchment tray for the containment of o
Plant Nappy leaks and spills from equipment on construction sites. The tray allows the water
£

to pass through the sides whilst retaining and absorbing oil to prevent the tray
g overflowing and oil escaping.

External Debeaders

External Debeading Tools are used to remove the external bead from a butt
fusion welded joint. The tool taps onto the pipe bead, then alignment blocks slide
against the pipe surface to guide the Debeader around the pipe. The blade cuts
under the bead but does not damage the surface of the pipe.

Product Code Description

700-000181 External Debeader (63 - 125mm diameter pipe)
700-000180 External Debeader (90 - 400mm diameter pipe)
700-000182 External Debeader (400 - 1200mm diameter pipe)
041-000097 Replacement Debeader Blade (63 - 125mm)
041-000096 Replacement Debeader Blade (90 - 400mm)
041-000098 Replacement Debeader Blade (400 - 1200mm)

External Debeaders
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