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EFRAC 315 Alignment Clamp
Equipment to be operated by trained personnel

Instructions to be read before use

ELECTROFUSION

User Manual, Operating Instructions 
and Specifications
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Product Code 089-000681 

Weight 27.0Kg 

 
 
 
 
Pipe Range:  180mm to 315mm inclusive 
  
Application: ‘In Line’ couplers and reducers (whilst maintaining centre line). 
  
Features: Liners or inserts can be fitted in order to adapt the EFRAC 315 to the different pipes within 

the range. The unit is able to be used from underneath or on top of the pipe/fitting 
assembly whilst still keeping access for attaching Fusion Leads. The EFRAC 315 has a 
lightweight yet robust design. 

 
 
Technical Data: 
  
Materials: Steel  BS 970  070M20 

  BS 970  080M40 
 

Finish:  Chrome Plated (Steel) 
  Chemical Black (Steel) 

Powder Coated (Steel) 
 

Weight: 27.0 kg 

 

Design Specification: 

Hy-ram Engineering Co. Ltd have designed and manufactured this unit to meet the requirements of 
National Grid Gas Industry Standards GIS/PL2-5:2006 Part 5: Electro-Fusion Ancillary Tooling. 
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Important! 
 
This manual outlines the operation of the electrofusion tooling. 
This manual forms a part of the product to which it relates. It should be kept for the life of the product. Any 
amendments issued by Hy-Ram Engineering Co Ltd should be incorporated in the text. The manual should 
be passed to any subsequent holder or user of this product. 
 
General description. 
 
EFRAC mains restraining clamps are designed for restraining the movement of medium diameter couplers 
and reducers. They are designed to fit pipe sizes from 125mm through to 250mm. 
 
The clamps have interchangeable liners which allow quick and easy changing of size for couplers and 
reducers. 
 
Before using 

 
It is important to ensure all component parts are present and in serviceable condition. 
 
Instructions for use.  

Pipe Size and fitting shape 

 
1. Check the pipe size and set the shells to suit. Turn the knobs anti-clockwise to release them and 

allow the top half of the clamping rings to be removed.  
2. Remove the shells by unscrewing the fixing bolt, and fit the correct size shell for the pipe being 

used. 
3. Prepare the pipes to be joined using accepted procedures 
4. Place the clamp around each end of the pipes being welded. 
5. Position the fitting in the centre of the clamp in between the two clamping rings. 
6. Turn the knobs clockwise to secure the clamp, pipe and fitting in position. 
7. The fitting is now constrained and ready for welding. 

 
Removal 
 

1. On completion of the jointing and cooling cycle, the clamp may be removed by turning the clamping 
knobs anti-clockwise to release clamp pressure.  
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Tel: + 44 (0) 1623 422 982   Email: enquiries@hyram.com 

 



For Sales, Hire and Repair support contact our  
admin team or scan the QR code for further details 

www.hyram.com
     +44 (0) 1623 422982            enquiries@hyram.com 

Head Office 
Pelham Street
Mansfield
Notts
NG18 2EY

Mansfield (Hire & Repair) 
Unit 5  
Abbey Industrial Estate
Hermitage Lane  
Mansfield  
Notts 
NG18 5GH

Bury (Hire & Repair) 
Unit 18  
Peel Mills Industrial Estate
Bury 
Lancashire
BL9 0LU

Enfield (Hire & Repair) 
Unit 2
Riverwalk Business Park
Riverwalk Road
Enfield
EN3 7QN




