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Machine to be operated by trained personnel
Instructions to be read before use
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Wheeler-Rex Pipe Crackers
REXD Bxclusive UK dlstributor. ..

o Yo Hy-Ram are the sole official UK agent for the Wheeler-Rex range of pipe cutting
LS
equipment including the unigue range of Hydraulic Pipe Crackers for cast iron

; and concrete pipes.
3 These cutters are not rotated around the pipe, the application is static, the chain
\ is hydraulically tensioned around the pipe until the point of cracking. Minimal

clearance is required to wrap the cutter chain around the pipe to engage itin the

WHE299008 : i . .
cutter jaws. A remotely operated hydraulic hand-pump provides the required power.
Cutters are supplied complete with hand-pump, hose and storage / carrying box.
Benefits:

Three models available; Model 2690, 3890 and 5590

Cutters employ the squeeze and pop'cutting principle

No need to change the cutter wheels for different pipe materials

Absolutely the best for work in the trench

Ideal for cutting cast iron, tile and A/C

Remote hydraulic hand-pump for ease and safety

Only requires clearance of 2"— 3"around the pipe

WHE299008 Wheeler Hydrauhc Pipe Cutter (2"- 8") A

WHE389012 Wheeler Hydraulic Pipe Cutter (4"- 12") O ®®
O
(0]

WHE559018 WHE559018 Wheeler Hydraulic Pipe Cutter (8"- 18") ®6

WHE559024 Wheeler Hydraulic Pipe Cutter (8"- 24") ®6

RECOMMENDED CAPACITIES FOR WHEELER-REX CUTTERS
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WARNING NOTES

WHEELER-REX HYDRAULIC CUTTERS

Before operating this product, read the operating instructions and be sure you understand this
product's purpose, use, capability and limitations. Used within its capability for its intended
purpose and with proper preventative maintenance, this product will give long reliable service.

Failure to read and follow operating instructions and these warning notes can
result in serious injury to operator and/or bystanders.

. Do NOT allow anyone other than a qualified operator to operate this product.

. After engaging the chain and tightening the adjusting screw, check to be sure that the chain
pins are fully seated in the pin grooves in the jaw.

. Take the pump directly back from the ram perpendicular to the pipe being cut, with the
hydraulic hose extended to its full 10 foot length.

. Place the protective plastic sheet, supplied with the tool, over the work. The
adjusting screw handle for the ram will fit through the hole in the plastic sheet.

. Before applying any hydraulic pressure, check to be sure that, excepting the operator:
a. No one is near or in line with either end of the pipe
b. No one is within 25 feet of the tool

. The operator should be wearing proper safety items - hard hat and safety glasses

. Each Wheeler-Rex pump has a built-in pressure overload valve set to factory specifications
in accordance with the rated capacity of the tool. This valve is a safety feature intended to
prevent the build up of hydraulic pressures above factory specifications.

DO NOT TAMPER WITH THIS VALVE FOR ANY REASON!!

. Be sure there is a cutting wheel on every pin. Any pin not supported by a cutting wheel may
be damaged when hydraulic pressure is applied. Do not allow wheels in upper or lower jaws
to cross or contact each other.

. If the pipe has not been cut by the time the overload valve starts to bypass excess pressure
STOP PUMPING AND RELEFASE PRESSURE, NEVER APPROACH THE WORK
WHILE THERE IS HYDRAULIC PRESSURE IN THE SYSTEM.
Remove the tool from the work, and do the following:
a. Recheck the type, size and class of pipe being cut to be sure it is within the
rated capacity of the tool.
Reinstall the tool following the instructions and safety precautions.
Repressurize the system.
If the pipe is still not cut by the time the overload valve starts to bypass,
release pressure, remove the tool and place it with an authorized service
center to be checked and, if necessary, adjusted or repaired.

DO NOT ATTEMPT TO ADJUST OR REPAIR THIS TOOL IN THE
FIELD. SEE ENCLOSED LIST OF AUTHORIZED SERVICE CENTERS

WHEELER WHEELER
REX ‘Wheeler-Rex * 3744 Jefferson Road * Ashtabula, OH 44004 REX
N Tel: 800-321-7950 * Fax: 440-992-2925 * www. wheelerrex.com v,

PIPE TOOLS PIPE TOOLS
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Hydraulic Pipe Cutters

When cutting in a line, remove excess mud, scale and rust from surface of
pipe where chain wheels will make contact. This will allow wheels to contact
solid pipe for maximum penetration. An excellent tool for this is the Wheeler-
Rex Pipe Scraper Model 1300 or Model 1350.

Keep the upper jaw tie bolt tightened at all times! Operation of the cutter with
this bolt loose can result in serious damage.

Do not use brake fluid in the hydraulic system under any circumstance! It will
irreparably damage the packings.

The pump oil tank should be kept at least 3/4 full.

Repairs to the hydraulic system should be made only by qualified personnel in
accordance with factory specifications.

Transportation charges must be prepaid on all units sent to service stations or
to the factory for repair. If factory defect is disclosed, the repaired unit will be
returned to you prepaid.

Manufacturers liability and warranties are voided if anything other than factory
authorized parts are used.

We suggest once you have established which chain pin must be engaged for a
specific pipe size, that you clearly mark this pin for easy recognition (a dab of
paint will work). This will facilitate quick, sure, efficient operation for all cuts of
the same pipe size.

We recommend pumping the piston all the way to the top of its stroke after
each use. This will lubricate the cylinder and remove any water that has en-
tered the cylinder. This is especially after the unit has been in used water or
under extremely dirty conditions. Release pressure so that the piston returns to
a completely closed position. If necessary, apply hand pressure to return the
piston back to its closed position.

CAUTION !!!

Avoid standing close to either end of the pipe!
The great amount of pressure exerted by the cutter may
cause the cut sections to pop-off in opposite directions!
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5590 Hydraulic Pipe Cutter
Operatlon and Maintenance

1. Turn adjusting screw until outer collar is at it's
lowest limit of travel. Do this for EACH cut.

Adjusting Screw

Upper Trunnion

Lower Trunnion

2. Slide chain under pipe at location of cut.

3. Using hand ring, pull chain over pipe and under tie
bolt, then up between jaws as tightly as possible.
Allow chain to relax so nearest pin is engaged in slots
under upper nose jaw. Chain then can be folded over
on itself.

Be sure pins are actually seated in their
respective slots before applying any
pressure.
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5590 Hydraulic Pipe Cutter
Operatlon and Maintenance

4. Front pin location (Nose Jaw)

5. Rear pin location (Inner wall nest, both sides)

Tie Bolt

6. Take up remaining slack with adjusting screw.
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5590 Hydraulic Pipe Cutter
peration and Maintenance

-, 7. Cutter wheels should touch pipe.

8. Attach hydraulic pump to cylinder. Remove dust
cover from coupling, insert hydraulic hose end and turn
threaded coupling sleeve until tight by hand.

LN E3 mw
i - n ' 8. Turn valve clockwise on the pump until it is HAND
Clockwise for cutting TIGHT. DO NOT USE A WRENCH. Make strokes nec-
essary to snap pipe. Release valve after cut to retract

3 Lq “,H piston.

[ S5
Counter Clockwise for release
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HIRE EQUIPMENT

Hy-Ram has more than 30 years’ experience in hiring specialist equipment and tools to the utility
industries. From our depots stock...we have an extensive range of equipment available for most
piping operations.

Butt Fusion

Fully Automatic, Semi-Automatic and Manual Control.

BFM180, BFM250, BFM315, BFM400, BFM500, BFM630,
TracStar™T500, TracStar™TO00

Generators, Tents, Pipe Rollers, , McElroy PolyHorse™, Debeaders

Electrofusion

Manual, Auto Recognition and Bar Code Control.

Generators, Tents, Manual and Mechanical Scrapers, Re-Rounding
Clamps, Alignment Clamps, Positioning Kits

Squeeze Off

Mechanical, Hydraulic and Controlled Release Units

SOU63, SOU125,S0U180, SOU200, SOU250, SOU400, SOU500,
SOU-Controlled Release

Pipe Cutting I )
Plastic Pipe: Guillotine-125, Guillotine-225, Guillotine-315, Hy-Ram & g [
PE Power Saw \ A [
Metallic Pipe: Ridgid246, Wheeler-Rex Crackers, Hinged Cutters, \;@ 4

Keel Cutter, Fein Reciprocating Saw, UPC Reed Cutter

Underpressure Drilling

No.1 Drilling machine, Universal Drilling machine, WASK Teeset,
Compact 4 Branch Drill, Compact 6 Branch Drill, LR67 Hi-Flow
Drilling Machine, PEART150

Flow Stopping
WASK Gas Bagging Off Kit, WASK Aquastop & Hyrant Wizard,
WASK By-Pass

Pipe Handling

Pipe Handlers, Pipe Pushers, Pipe Rollers, McElroy PolyHorse™ % )

Trenchless

Moles (45 — 180mm), Towing Heads (50 — 450mm), Pipe Pushing
Machines (63 - 400mm), Pipe Breakers 2 - 8"

General Equipment

Clegg Testers, Gas Monitors, Test Pumps, Submersible Pumps,
Cable Detectors, Cobra Rods and Reels, Pipe Expanders, Breathing
Apparatus

Tel: + 44 (0) 1623 422 982 Fax: + 44 (0) 1623 661 022
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@)
39 Hy-Ram

For Sales, Hire and Repair support contact our
admin team or scan the QR code for further details

www.hyram.com

¢ +44(0)1623 422982 X enquiries@hyram.com

Head Office Mansfield (Hire & Repair)  Bury (Hire & Repair) Enfield (Hire & Repair)
Pelham Street Unit 5 Unit 18 Unit 2
Mansfield Abbey Industrial Estate Peel Mills Industrial Estate Riverwalk Business Park
Notts Hermitage Lane Bury Riverwalk Road
NGI8 2EY Mansfield Lancashire Enfield

Notts BL9 OLU EN3 7QN

NG18 5GH






