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User Manual, Operating Instructions
and Specifications

Flexitrace Rods

Machine to be operated by trained personnel
Instructions to be read before use.

* INNOVATION « DESIGN « MANUFACTURE * SUPPLY



Tracer Rod & Sondes

-

EZiROD Duct Tracer

Fibre glass sheathed copper conductor which is pushed along non-metallic
services and a signal is applied using a signal generator to allow them to be
located using a CAT.
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. ; 023-000226 EZIROD 30m Tracer Rod
“ £ \ 023-000227 EZIROD 50m Tracer Rod ®
- T E7IROD Duct Tracer 023-000228 EZIROD 80m Tracer Rod ®
L] L]
Sonde

Battery powered transmitter that can be connected to a simple drain rod system.
The signals are used to indicate the position when inserted into an underground
service.

905-000023 EZISYSTEM Sonde

Sonde

Hy-Ram Engineering Co Ltd has a policy of continuous improvement in product quality and
design. Hy-Ram Engineering Co Ltd therefore reserves the right to change the specification of
its models at any time, without prior notice.

Important!

This manual forms a part of the product to which it relates. It should be kept for the life of the
product. Any amendments issued by Hy-Ram Engineering Co Ltd should be incorporated in
the text. The manual should be passed to any subsequent holder or user of this product.

Safety Information

This equipment should only be used by trained and competent operators.

As an operator, always ensure that you fully understand how the equipment functions and
that you are fully aware of the dangers. Always wear the necessary protective clothing
including adequate eye protection, hard hat, gloves, overalls, protective boots etc.

A CAUTION | (ACAUTION | | ACAUTION | [AACAUTION

WEAR weARSAFETY | wear sareTy | wear sarery [ YVe4ar protective
HARD HAT GLASSES SHOES GLOVES clothing

Prior to commencing work, ensure that this conduit rod/cobra reel is complete and fully
serviceable. If in doubt replace.
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Using the unit in line mode:

Transmitter & Accessories — Conductive Rod
Line Mode
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* Insert the rod into the duct, under investigation
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*Connect the xIr plug to the Transmitter &connect the 3.5mm jack plug into the socket in

the middle of the frame

Part the black cable and connect the crocodile clip cable. Using the supplied earth pin

connect this to ground (other suitable metal objects in the ground can be used)

*Switch the Transmitter on and select 8 kHz or 33 kHz. A good signal is indicated when the

audible output from the Transmitter is constant.
*Trace the length of the rod using the Locator set to the same frequency

Note
Ensure there are no services below the ground when using the earth pin.

Using the unit in Sonde mode:

Transmitter & Accessories — Conductive Rod
Sonde Mode

Insert the rod into the duct under investigation

«Connect the xIr plug to the Transmitter & connect the 3.5mm jack plug into the
socket in the middle of the frame

«Switch the Transmitter on and select 8 kHz or 33 kHz. A good signal output is
indicated when the audible output from the Transmitter is constant.

The majority of the signal is concentrated towards the Sonde.

*Trace the tip of the sonde using the Locator set to the same frequency
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HIRE EQUIPMENT

Hy-Ram has more than 30 years’ experience in hiring specialist equipment and tools to the utility
industries. From our depots stock...we have an extensive range of equipment available for most
piping operations.

Butt Fusion

Fully Automatic, Semi-Automatic and Manual Control.

BFM180, BFM250, BFM315, BFM400, BFM500, BFM630,
TracStar™T500, TracStar™TO00

Generators, Tents, Pipe Rollers, , McElroy PolyHorse™, Debeaders

Electrofusion

Manual, Auto Recognition and Bar Code Control.

Generators, Tents, Manual and Mechanical Scrapers, Re-Rounding
Clamps, Alignment Clamps, Positioning Kits

Squeeze Off

Mechanical, Hydraulic and Controlled Release Units

SOU63, SOU125,S0U180, SOU200, SOU250, SOU400, SOU500,
SOU-Controlled Release

Pipe Cutting

Plastic Pipe: Guillotine-125, Guillotine-225, Guillotine-315, Hy-Ram
PE Power Saw

Metallic Pipe: Ridgid246, Wheeler-Rex Crackers, Hinged Cutters,
Keel Cutter, Fein Reciprocating Saw, UPC Reed Cutter

Underpressure Drilling

No.1 Drilling machine, Universal Drilling machine, WASK Teeset,
Compact 4 Branch Drill, Compact 6 Branch Drill, LR67 Hi-Flow
Drilling Machine, PEART150

Flow Stopping
WASK Gas Bagging Off Kit, WASK Aquastop & Hyrant Wizard,
WASK By-Pass

Pipe Handling

Pipe Handlers, Pipe Pushers, Pipe Rollers, McElroy PolyHorse™

Machines (63 - 400mm), Pipe Breakers 2 - 8"

Trenchless
Moles (45 — 180mm), Towing Heads (50 — 450mm), Pipe Pushing
Wk

General Equipment -
Clegg Testers, Gas Monitors, Test Pumps, Submersible Pumps,

Cable Detectors, Cobra Rods and Reels, Pipe Expanders, Breathing
Apparatus

Tel: + 44 (0) 1623 422 982 Fax: + 44 (0) 1623 661 022

Page 4 of 4



@Hy-Ram

Engineering

For Sales, Hire and Repair support contact our
admin team or scan the QR code for further details

www.hyram.com

¢ +44(0)1623 422982 X enquiries@hyram.com

Head Office Mansfield Hire Depot Bury — North West Enfield — South East
Pelham Street Unit 5 unit 18 Unit 2
Mansfield Abbey Industrial Estate Peel Mills Industrial Estate  Riverwalk Business Park
Notts Hermitage Lane Bury Riverwalk Road
NGI18 2EY Mansfield Lancashire Enfield

Notts BL9 OLU EN3 7QN

NG18 5GH






